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Figure 1: Our method can generate different kinds of structures that appear to be impossible in the 3D space.

Abstract
We present a method for generating structures in three-dimensional space that appear to be impossible when viewed from
specific perspectives. Previous approaches focus on helping users to edit specific structures and require users to have knowledge
of structural positioning causing the impossibility. On the contrary, our system is designed to aid users without prior knowledge
to explore a wide range of potentially impossible structures. The essence of our method lies in features we call visual bridges that
confuse viewers regarding the depth of the resulting structure. We use these features as starting points and employ procedural
modeling to systematically generate the result. We propose scoring functions for enforcing desirable spatial arrangement of
the result and use Sequential Monte Carlo to sample outputs that score well under these functions. We also present a proof-of-
concept user interface and demonstrate various results generated using our system.

CCS Concepts
• Computing methodologies → Shape analysis;

1. Introduction

Impossible structures were initially conceptualized by mathe-
matician Roger Penrose and later gained widespread recognition
through the artworks of M.C. Escher during the 20th century. They
are characterized by small components that do not appear to vio-
late Euclidean geometry when viewed individually, but when com-
bined, create a structure that is impossible to be physically con-
structed [PP58, Fou]. These structures have gained recognition in
recent years through their incorporation in various applications and
designs in games and movies [Ale08, Gam, Nol10].

Creating impossible structures in three-dimensional space re-
quires a combination of technical expertise and artistic talent. Pre-
vious research has focused on providing users with tools to edit a

single structure and make it impossible [SDG03, WFY∗10, OF08,
SRC20]. However, as these approaches are goal-directed systems,
users need to know the exact structure they want to model before
using these systems and they need to have an understanding of the
specific structural positions and connections that cause the structure
to be deemed impossible.

We present a system that enables non-experts to explore differ-
ent potential structures that appear impossible in 3D space. The key
components of our resulting structures are special features we call
visual bridges, which are far-apart substructures in 3D space that
give the illusion of connectivity in 2D space. Our key insight is
that to confuse viewers regarding the three-dimensional depth of
the impossible structure, the system must construct a pathway that
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connects the separate components of the visual bridges. This path-
way serves as evidence that the components of visual bridges are,
in fact, far apart in 3D space, despite appearing to be connected in
2D space. Our system then combines the pathway and the visual
bridges to create a cycle in 2D space that suggests the components
of the visual bridges are both connected and far apart at the same
time.

We introduce a procedural language to generate the impossible
structure by adding one substructure at a time. A key challenge for
our approach is to create a sequence of randomized substructures
that projects as a cycle in 2D space. We tackle this challenge in
three steps. First, the system chooses visual bridges whose compo-
nents appear connected in 2D space but separate in 3D space. Then,
the system performs a random derivation from the components to
introduce randomness and allow the exploration of different po-
tential results. Lastly, the system introduces an algorithm to find
a pathway connecting the starting and ending components of the
visual bridges.

However, the previous algorithm does not guarantee the creation
of a desirable structure. The structural components might overlap
or occlude each other, making the impossibility difficult to discern.
To control the generation process, we propose scoring functions
that enforce desirable spatial arrangements of the structure. We
then use Sequential Monte Carlo sampling to steer our procedu-
ral model and select outputs that score well under these functions.
We demonstrate the effectiveness of our system by generating a va-
riety of impossible structures using different grammars and further
develop an interface to facilitate interaction with our model.

In summary, our main contributions are:

• The concept of visual bridges and a taxonomy of such substruc-
tures.

• A procedural model for generating impossible structures that uti-
lize visual bridges as starting points.

• A novel algorithm to find randomized pathways between arbi-
trary components for procedural grammars in 3D space.

• Scoring functions for characterizing visually pleasing impossible
structures.

Our code can be found at this link.

2. Related Works

Prior research has investigated impossible structures in both 2D and
3D space. However, all these methods are goal-directed, requiring
complicated user input to model specific impossible structures. Ad-
ditionally, these methods only demonstrate results on simple struc-
tures. These two limitations confine the utility of these systems for
designers with limited specialized knowledge aiming to produce
complicated results akin to scenes in the game Monument Valley
[Gam]. Our approach builds on some of the concepts from prior re-
search while adopting a novel strategy to address these challenges.

Modeling and Rendering Impossible Structures: Multiple ex-
isting works categorize impossible structures as a subset of view-
dependent structures [Rad99], and contribute to methods of com-
prehending, modeling, and rendering these structures. In the ini-
tial stages, research predominantly centered around classification

efforts [Cow77, Sug07] and finding the sources of impossibil-
ity, such as misinterpretations of depth, background, or surfaces
[Ter80, Kul83, Uri01]. Later methods introduce tool sets to help
users combine 3D components or transform an existing 3D object
to be viewed as an impossible structure in a 2D domain. These ap-
proaches typically rely on deforming components, applying linear
transformations, or modifying the facades of the input 3D compo-
nent to achieve the intended outcome [KK01,SDG03,OF08,Elb11,
SRC20]. Subsequent approaches simplify inputs to 2D points or
normal maps while also improving computation efficiency through
advanced optimization algorithms [Sug07, WFY∗10, LYY∗16].
However, even in these instances, users need to have a clear under-
standing of the desired connectivity and parallelism of the structure.
Our work builds upon these previous concepts by identifying depth
misconceptions as a cause of impossibility. But in contrast, our goal
is to assist non-expert users in exploring a range of possible impos-
sible structures, without understanding the underlying factors that
lead to structural impossibility.

Our approach, inspired by [Ern86,Ern06,LYY∗16,SRC20], em-
ploys distinct components to create the impossible structures. The
concept of the ’shifting gap’ from [LYY∗16] has been a signifi-
cant influence in shaping our methodology. However, unlike Lai’s
method, which dynamically alters an existing structure to hide its
disjointed parts from the observer, our technique starts with these
independent components as the starting point of our procedural de-
sign.

Prior research has predominantly showcased relatively simple
results with a single cause of impossibility. This single cause of im-
possibility can be used to categorize structures into different types
(refer to Appendix A for a classification of impossible structures).
In contrast, our exploratory approach allows the integration of mul-
tiple sources and types of impossibility.

To make impossible structures visually “impossible”, it is also
important to consider the colors applied to them. Tsuruno pro-
poses the method Mimetic Surface Color and Texture Adjustment
(MSCTA), which is designed to produce naturally shaded and ap-
propriately textured 3D impossible objects under physical light
sources [Tsu15]. We use this method in visualizing our results.

Procedural Languages: Procedural modeling is widely used to
create intricate and detailed 3D objects based on specified gram-
mar rules [MP01,WWSR03,MWH∗06,LWW08]. Shape grammars
such as CGA [MWH∗06] that decompose shapes into other shapes
are especially well-suited for generating complex architectural de-
signs. However, shape grammars are not suitable for generating im-
possible structures that start from visual bridges. This is because
visual bridges appear connected in 2D space, so subdividing the
3D space between them (which can be substantial) would result
in a clutter of structures hidden behind the visual bridges when
projected back into 2D space. In contrast, our procedural language
is more similar to L-Systems [PL90], designed for growth pro-
cesses to explore the space. However, our language differs from
L-Systems in terms of termination and branching.

Creating cycles in 2D space within the context of procedural
modeling is a challenging task. While there are limited works ad-
dressing this issue, one notable approach relies on a top-down de-
composition of shape grammars to construct interconnected struc-
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Figure 2: When the two components of the structure's visual
bridge appear to be connected in screen space, the whole structure
gives the impression of being impossible (left �gure). Otherwise, it
would not demonstrate impossibility (right �gure).

tures in 3D space [KK11]. This method starts by drawing a
"box" between the target connecting points and then subdividing
the space using shape grammars like CGA. However, our proce-
dural language differs signi�cantly from the CGA grammar, and
we need to take into account how the components are projected
in 2D space during the connecting phase, which is not consid-
ered in this method. Another recent approach has employed graph
grammars [Roz99] to create cycles in 2D space [Mer23]. This
method starts with an existing cycle and performs string replace-
ments at each step. However, our procedural language does not per-
form string replacements. Furthermore, we start with visual bridges
which are separate pieces of components in 3D space instead of a
single string. Consequently, we propose a novel approach to gener-
ate cycles within procedural modeling.

Guided Procedural Modeling: There's a common desire to
generate outcomes that adhere to speci�c constraints within the
context of procedural modeling [MP96,PL90,RMGH15,TLL� 11].
Many approaches have been designed to give users control over
the process and generate more predictable results [BvmM11,
RLGH15]. In our work, we use Sequential Monte Carlo (SMC)
[DDFG01], a sampling method to control the output of procedu-
ral models by viewing each model as a sample from a probability
distribution [SG92].

3. Approach

The process of creating impossible structures begins with under-
standing the characteristics that de�ne them. Humans have an
innate ability to instantly perceive three-dimensional structures
from two-dimensional drawings [WFY� 10]. However, this ability
can pose challenges when encountering impossible structures. Al-
though viewers can easily perceive the localized three-dimensional
structure of individual components within the drawing, attempting
to view the drawing as a cohesive whole unveils structural incon-
sistency. This will prompt viewers to realize that the �gure is not
physically possible.

Our observation is that the key element making this kind of struc-

ture appear impossible is thevisual bridges. A visual bridge con-
tains two separated components carefully positioned to give the im-
pression of connection in the screen space (Figure 2). As viewers
are deceived to believe the two components are connected in 3D
space, the existence of substructures that connect the two compo-
nents of the visual bridge in 3D space can subsequently challenge
this perception and confuse the viewer.

Our system employs visual bridges as a fundamental entity. It
then creates a cycle in 2D space that makes the components of vi-
sual bridges appear to be both connected and separated at the same
time. The illusion of impossibility arises from the arrangement and
combination of all the components that constitute the 2D cycle, re-
gardless of how each component appears individually. Based on
this observation, our method (Figure 3) initially generates a proxy
of the impossible structure using cuboids. Subsequently, we sub-
divide and embellish the spaces within these cuboids to enhance
the visual appeal of the �nal result. This design can both simplify
our computation and allow artists to apply different decorations to
the same proxy to create results satisfying their needs (we show
examples of using different decorations on the same proxies in Fig-
ure 23).

In the following sections, we start by formally de�ning the con-
cept of visual bridges (Section 4). Then we describe the procedure
for choosing visual bridges as starting points (Section 5.1), per-
forming a random derivation to introduce variation (Section 5.2),
and �nding a pathway to connect the visual bridges (Section 5.3).
After that, we introduce methods to decorate the results (Sec-
tion 5.4) and a set of scoring functions used to evaluate these struc-
tures during generation (Section 6). Additionally, we will explain
our use of Sequential Monte Carlo (SMC) inference to sample
high-scoring structures (Section 7). Finally, we will demonstrate
the interactive system we developed on top of this algorithm and
present results with varying features and complexities (Section 8).

3.1. Procedural Language for Impossible Structures

We introduce a procedural language that resembles L-Systems
for generating the impossible structures. Essentially, this language
adds a new structure component at each execution step. Precisely,
this languageL is a tuple

L = < M;w;R>

whereM represents the alphabet,w stands for the axiom, andR
is a set of production rules. The alphabet contains parameterized
modules denoted asM = f A(P);B(P); : : :g. P are parameters such
as translation, rotation, and scaling. In our system, each instance
of a module is represented as a cuboid, and we use continuous
parameters for the transformations of the modules. The axiomw
is the initial state, which constitutes the visual bridges chosen at
Section 5.1. All the production rules are executed with probability
and conditions that determine the modules' relationship with either
other modules or the viewport. When a rule is executed, we add
an instance of the module on the right-hand side of the rule to the
structure, without replacing the instance of the module on the left-
hand side.
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Figure 3: Generating an impossible structure starts from the visual bridges phase (Section 5.1), and goes through the random derivation
phase (Section 5.2), connecting phase (Section 5.3), and decorating phase (Section 5.4).

The rules take the form:

id1 : A(P) : condition; prob! B(P) 2 M (1)

id2 : B(P) : condition; prob! C(P) 2 M (2)

However, our procedural language differs from an L-System in the
following ways:

Termination: We omit termination symbols to avoid introduc-
ing the concepts of start and end in the cycle generated. In our
language, termination is determined during execution (see Sec-
tion 5.3). Furthermore, different from L-systems, not only the ter-
minal symbols but also every symbol in our language can be con-
verted to geometry (cuboids, in our system).

Branching: L-Systems often create new branches at each step
and execute rules in parallel. But our language is much more con-
servative when creating new branches. While we do allow the ad-
dition of new branches, these branches must also form a cycle
that creates the illusion of impossibility. Otherwise, unnecessary
branches would only distract viewers from perceiving the impossi-
bility of the structure (we further discuss branching in Section 5.2).

4. Visual Bridges

In this section, we formally de�ne the concept of visual bridges
and discuss their taxonomy. We de�ne a visual bridge as a com-
bination of two distinct components that give the appearance of
being connected in the screen space. This concept of �nding seem-
ingly connected components in 2D space to create an illusion of
impossibility has previously been explored in several studies, such
[Ern86, Ern06, LYY� 16, SRC20]. However, our approach is differ-
ent from these methods which focus on high-level concepts (such
as the 'shifting gap' in [LYY� 16]). We operate on low-level ge-
ometries, the visual bridges, to create the impossible structures. We
present a detailed taxonomy of visual bridges that has not been
seen in previous works. In this section, we will refer to the two
components of the visual bridges as "beams," as we represent all
components as cuboids. We will further explain how to choose vi-
sual bridges and incorporate them into our generation procedural in
Section 5.1.

We useP 2 R 2 to denote the point where the two components
connect on the screen space, andP1, P2 2 R 3 as two distinct points
in 3D space that both project toP. We let P1 be the point closer

Figure 4: We introduce terms used in this section. In both �gures,
the blue beam is the foreground beam and the red beam is the back-
ground beam. In the left �gure, the blue beam is the plugin beam;
in the right �gure, the blue beam is the receiver beam. P1 and P2
are different points in 3D space that both project to P on screen.

to the camera and we call the beam growing fromP1 as thefore-
ground beam, colored in blue. We call the beam growing from
P2 as thebackground beam, colored in red in the following dis-
cussion. We call the beams plugged into the other beam theplugin
beam, and the beam being plugged into as thereceiver beam. Both
the foreground (blue) beam and the background (red) beam can be
either the plugin beam or the receiver beam. Figure 4 provides a
visualization of these de�nitions.

In addition to both of their starting points projecting to the same
pointP on the screen, there is an additional condition for two beams
to appear connected: the connecting point of the foreground beam,
labeled asP1, must remain hidden from the viewer (Figure 5). Our
insight is that the viewer should not directly perceive the physical
connection between the foreground and background beams in 3D
space (which does not exist). Instead, the viewer is encouraged to
imagine a connection that isn't physically present. In the following
subsections, we �rst discuss the scenarios where two beams extend
in the same or different directions and then discuss the allowed
rotations for visual bridges.
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Figure 5: Hiding the starting point (P1) of the foreground beam
(blue) from the viewer can make the two beams appear connected.
In the left �gure, P1 is not observable and the two beams appear to
be connected. In the right �gure, P1 is observable and the beams
appear not to be connected.

Figure 6: We show the four combinations of two beams extending
in different directions. We categorize the combinations based on
which beam is the plugin beam and whether P1 can be observed.
In cases when P1 cannot be observed, the two beams appear to be
connected in 2D space by nature.

4.1. Beams Extending in Different Directions

Given two beams extending in different directions, we can identify
four distinct combinations of the two beams, as shown in Figure 6.
We differentiate them based on two characteristics: whetherP1 is
observable and which beam (red or blue) is the plugin beam. In
instances whereP1 is not observable, the two beams appear inher-
ently connected when properly positioned. Conversely, for cases
whereP1 is observable, we implement surface modi�cations as de-
tailed below.

Our modi�cation centers around applying the Mimetic Surface
Color and Texture Adjustment (MSCTA) algorithm [Tsu15]. This
algorithm involves altering the colors of surfaces of varied normal
to create the illusion of uniform coloration. In our implementation,
we carve out the portion of the foreground (blue) beam that contains
point P1 and then use MSCTA to adjust the color of the carved
surface (color1) to match the color of the outer surface (color2)
of the beam. This strategy deceives viewers into perceiving both

Figure 7: Surface modi�cation on cases when P1 is observable.
[ADD: We highlight the contour for clear visibility of component
edges. The contour is omitted in all our �nal results.] The �rst row
shows the modi�cation, and the second row shows the result. We
show both cases when the blue beam is the plugin beam (left col-
umn) and cases when the red beam is the plugin beam (right col-
umn).

Figure 8: When two beams extend in the same direction, there is
only one type of visual bridge available.

surfaces as identical, thereby concealing the fact thatP1 has been
removed (Figure 7).

4.2. Beams Extending in the Same Direction

When both the foreground (blue) beam and the background (red)
beam extend in the same direction, there is only one way to hide
P1 from the viewer, resulting in only one type of visual bridge. In
Figure 8, we provide some examples of such cases.

4.3. Allowable Beam Rotations

We notice that in instances whereP1 is not observable, we can ro-
tate the plugin beam as long as this rotation does not renderP1
observable. The rotation should occur along directions perpendic-
ular to the receiver beam to ensure that the plugin-receiver status
remains unchanged. The rotation is limited to a range of� p

2 to p
2

in radians to prevent alignment of the plugin beam with the receiver
beam (when rotation =p2 ) or to transform the existing visual bridge
into a different type (when rotation> p

2 or rotation< p
2 ). Figure 9

provides visual examples of such rotations.
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Figure 9: Potential rotations of the plugin beam (red). The straight
arrows serve as indicators of the rotation axes, and the curved ar-
rows show the rotational movement.

5. Generating Impossible Structures

The preceding section discusses the taxonomy of visual bridges,
and this section delves into the process of generating complete im-
possible structures from the visual bridges. As illustrated in Fig-
ure 3, we go through the visual bridge phase, the random derivation
phase, and the connecting phase to create a structure that gives the
impression of impossibility. After that, we use the decorating phase
to make our results visually pleasing.

5.1. Visual Bridge Phase

The visual bridge phase is the �rst step of the generation process
(Figure 3). It provides two procedural components for the entire
structure to grow from. We have de�ned visual bridges as beams in
the previous section. In this subsection, we make them procedural
components and assign parameters to them.

We start by randomly selecting a pointP within a radiusr cen-
tered on the viewport. Then, we determine two distinct points in
world space,P1 andP2, both of which project toP on the screen.
In our implementation, we use an orthographic camera positioned
at coordinates(5;5;5) in world space, with an up vector of(0;1;0)
and a look-at point at(0;0;0), which creates an isometric view.
This choice can be arbitrary and depends on the desired perspec-
tive. Our viewport is an 800� 800 square, and we selectr = 100
to keepP near the center of the screen. We chooseP1 randomly at
a distance between 2 and 3 units from the screen and �ndP2 based
user's target complexity of the structure (see Section 8). Generally,
P2 is positioned 2 to 5 units away fromP1, and increasing this dis-
tance results in more complex structures.

The next step involves assigning module types to the compo-
nents of the visual bridges. We observed that there must be a valid
production rule between these components so that when the two
components appear connected on the screen, their connection ap-
pears appropriate. In our implementation, our grammar provides

Figure 10: This method combines two visual bridges by sharing a
common component. We present the method from two perspectives.
We highlight the contour for clear visibility of component edges.
The contour is omitted in all our �nal results.

various combinations of visual bridge types, and our system ran-
domly selects from these options.

Multiple Visual Bridges We also permit the presence of mul-
tiple visual bridges within a single structure. In most cases, the
system establishes connections between components from differ-
ent visual bridges as further introduced in Section 5.3. A special
scenario occurs when we have two visual bridges with the same
module types and directions. In this case, we can combine them
to share a common background component as shown in Figure 10.
These special visual bridges can result in impossible structures with
depth interposition, exampled by the results in Figure 19.

5.2. Random Derivation Phase

The random derivation phase begins with two disconnected com-
ponents obtained from the visual bridge phase and starts a random
derivation of the grammar from both of them to introduce variety as
illustrated in Figure 3. The system executes the procedural gram-
mar for a random number of steps that would satisfy the user's
desired complexity (see Section 8) and ultimately outputs two se-
quences of connected procedural components.

We allow the creation of new branches during the random deriva-
tion phases but create them with caution. For each new branch
introduced, it must form a new cycle. Otherwise, unnecessary
branches would only divert viewers' attention away from perceiv-
ing the impossibility of the structure. When new branches are cre-
ated, we randomly pair the new branches at the end of the ran-
dom derivation phase and establish connections between paired
branches in the connecting phase. It is important to note that this
pairing may not always be one-to-one. As the grammar executes
randomly, it may result in different numbers of branches starting
from the foreground and background components. We provide an
example of an impossible structure with two branches and its gen-
eration process in Figure 22.

5.3. Connecting Phase

The connecting phase is the third step in the process outlined in Fig-
ure 3. This phase starts with two disconnected sequences of com-
ponents and outputs an unadorned impossible structure, which we
call a "proxy". We �rst identify two ending componentscA andcB
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Figure 11: The procedure for connecting two components in 3D space. In this simpli�ed context, we use a basic grammar comprising two
elements: cubes and cuboids, which are governed by two rules - cuboids derive from cubes, and cubes derive from cuboids. The blue cube
represents the starting component, while the red cube represents the ending component. In the example, we establish a connection along the
X, Y, and Z axes sequentially. We show the detail of connecting in the X direction on the right part of the �gure. During the execution, we
track both the sum of the lower and upper bound values of all the components along the X-axis in the lower and upper bound sequences. The
process continues until the distance between the starting and ending component along the X-axis (denoted asddx) is between the upper and
lower sum. Then we check if there exists a production rule for the last object in the current sequence to extend in the Y-axis, which is the next
direction to consider. In the provided example, we reject the sequence at step N because the last component (the cuboid) lacks a production
rule in the Y-axis. Then we continue to execute the grammar to add a new component and accept the sequence at step N+1 as the newly
added component(the cube) has a production rule in the Y-axis. Subsequently, we adjust the parameters of the accepted sequence to precisely
matchddx. After completing this process for the X-axis, we move on to the other two directions. We obtained our �nal result when we �nished
the search for all three directions.

within the two given sequences and execute our connecting algo-
rithm (Figure 11) to determine a pathwayc1, c2, ..., ck that starts
from cA and terminates atcB. Moreover, there must exist a transi-
tion rule fromcA to c1, ci to ci+ 1 8 i < k, andck to cB.

We denote the distance betweencA andcB asd. Our approach
tackles this problem separately in three different axes: X, Y, and
Z. We denote the direction along an axis asd̂, and the distance
from cA to cB along an axis asdd̂. Our goal is to �nd a sequence
of components whose combined size ind̂ equalsdd̂. Additionally,
the last component of this sequence must have a production rule
leading to the next direction (or tocB if we are solving for the last
axis). We randomize the order of applying our algorithm along axes
X, Y, and Z, and �nd solutions for each axis sequentially.

When solving for a direction̂d, our method prioritizes rules ex-

tending ind̂. This allows us to ef�ciently �nd a solution ford̂ with-
out interfering with searches in other directions. However, we do
allow the execution of production rules not in̂d when no suitable
rules are available (discussed further in Appendix B). Our method
involves two major steps. Firstly, we identify a sequence of com-
ponents whose sum of scales ind̂ is close todd̂. To do so, we track
the lower and upper bounds of the sum of scales of the components
along thed̂ axis. A potential sequence is identi�ed ifdd̂ falls within
this range (proof can be found in Appendix C). Subsequently, we
go through an iterative process to gradually adjust the scales of each
component, approaching the exact value ofdd̂.

The advantage of this approach is that it does not rigidly con-
strain the exact number of components. If a sequence encounters
dif�culties in identifying a suitable production rule for the next di-
rection, introducing a new component could potentially resolve the
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problem while still keeping the sequence within the de�ned scale
range. For a more detailed algorithm, please refer to Appendix B.
We also provide a validation of our algorithm in Appendix D.

When multiple visual bridges are present within a single struc-
ture, we establish connections (method see Section 5.3) between
components from different visual bridges in 3D space until only
two components remain unconnected. These two remaining com-
ponents serve as the starting components for the random derivation
phase.

5.4. Decorating Phase

The previous subsections focus on generating complete impossi-
ble structures, but the results are plain and have simple geometries.
In this subsection, we introduce methods to enhance the aesthetics
of our results by either subdividing the space within our structures
or employing text-guided neural networks. This discussion corre-
sponds to the decorating phase depicted in Figure 3.

Decorations with Procedural Languages:One approach to
decorating the impossible structures is to subdivide the space inside
it for more complicated designs. The impossibility of the structure
is determined by the arrangement of the components, so subdivid-
ing spaces inside individual components does not compromise the
fundamental impossibility.

Our system can execute various procedural grammars within the
components, as long as the outputs are contained in the scope of the
components. In our results, we demonstrate structures decorated
using CGA (Figure 15). We also execute our own procedural gram-
mar within the components, resulting in structures where smaller
impossible structures are nested within larger ones (Figure 17).

Decorations with ControlNet: We also leverage the property
that impossible structures can only be perceived as impossible from
a speci�c perspective. This enables us to decorate results in 2D
space. In our demonstration, we input 2D images of our results
into text control ControlNet as input [ZA23] (model [Zha23]) for
further decoration. We showcase both decorations applied to the
proxies from the connecting phase and applied to results that have
already been decorated using procedural languages (Figure 21).

6. Scoring Functions

The previous sections describe a method for generating complete
impossible structures. However, not all of these structures are
equally desirable. In this section, we describe a set of scoring func-
tions to identify the most promising structures during the genera-
tion process. The scoring function has two main components: struc-
tural integrity score and visual harmony score. The structural in-
tegrity score evaluates how a newly added componentci might dis-
rupt the previous structure on the screen space and 3D space (Fig-
ure 12). The visual harmony score assesses the overall aesthetics of
the structure (Figure 13).

6.1. Structural Integrity score

Occlusion Score:We use occlusion score to ensure that the new
componentci does not obscure essential details of the existing

Figure 12: We show features (in red rectangles) that lead to low in-
tegrity scores. Figure a) shows a low occlusion score as the visual
bridge is obscured by the foreground structures. Figure b) shows a
low overlapping score as the components on the left bottom overlap
in 3D space. Figure c) shows a low protruding score as the compo-
nent on the upper left corner extends beyond the viewport.

structure. Speci�cally, if the visual bridges are occluded, the struc-
ture loses its inherent impossibility. However, we also noticed that
the visual bridges can occupy a relatively large portion of the
screen, making it challenging for the newly added components to
avoid occlusion entirely. To address this, we assign greater impor-
tance to pixels near the 2D positionP(xp;yp)(the starting point of
the visual bridge, discussed in Section 4). We useP ci to denote
the set of pixels covered byci (which is the newly added compo-
nent) andSoc to represent the occlusion score. We use a Gaussian
Function to measureSoc as shown below:

Soc(ci) = a � jP ci j � å
(x;y)2P ci

exp(� ((x� xp)2 + ( y� yp)2))

(a is a positive constant that controls the contribution of number
of pixels occupied byci . In our implementation, we choosea=0.2)
Overlapping Score: We use the overlapping score to ensure that
two components do not overlap each other in the 3D space. We
useVs to denote the 3D space occupied by the existing structure
and Vci for the space occupied byci . We useSov to denote the
overlapping score.

Sov(ci) =

(
1; VsT

Vci = ?

0; otherwise

Protruding Score: We want to ensure that theci does not extend
beyond the viewport. We useP ci to denote the set of pixels covered
by theci in screen space andP to denote all the pixels covered by
the viewport. We useSpr to denote the protruding score.

Spr(ci) =

(
1; P ci

T
P = P

0; otherwise

6.2. Visual Harmony Score

The visual harmony score evaluates the aesthetic aspects of the
structure (demonstrated in Figure 13). It prevents the structures
from leaning towards "extremes," such as having all the procedural
components of the same type or crowding all the components into
a small space.
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Figure 13: The importance of the visual harmony score is intro-
duced in this section. Figure a) shows an "extreme" structure with
a low probabilistic consistency score. All the components in Figure
a) have the same type making the structure uninteresting. Figure b)
shows a structure with a low density score clustering in the lower
part of the viewport (which is the red box).

Probabilistic Consistency Score:Our procedural grammar de-
termines a prior probability for each rule to be executed. How-
ever, during the execution, the actual results may not strictly align
with these probabilities due to factors like the connecting phase
(we favor rules in a certain direction) or the Sequential Monte
Carlo (SMC) sampling process (introduced in Section 7). In our
approach, we prioritize results where the empirical probability
doesn't deviate signi�cantly from the initial prior probabilities.

We employ a Markov Chain [Chu60] approach to determine
the probabilities of each module type based on the probabili-
ties of the transition rules (for detailed calculations, refer to Ap-
pendix E). We represent the prior probabilities of module types
asp = ( pA;pB; :::pK), whereå k pk = 1.We count the occurrences
of objects for each module type present in the existing structures
and represent the observed probabilities of component types as
(pA; pB; :::pK), whereå k pk = 1.

We use KL divergence to measure the dissimilarity between the
empirical distribution and the prior distribution at each step, de-
noted asSpc.

Spc(ci) = � å
k

pk � log(
pk

pk
)

Density Score:We use the density score to prevent the entire struc-
ture from clustering in a small region. We measure such scores in
2D space due to the fact that components far apart in 3D space
might still appear very close in 2D space. The density score not
only penalizes regions that are overly crowded but also encourages
the structure to expand into less populated areas.

To compute the density score, we rasterizeci onto the screen
space and identify its center in the screen space asPO. We then iter-
ate through a circular region centered atPO with a radius ofr to lo-
cate all objects within the neighborhood. For each rasterized object
ck within this neighborhood, we denote its center toPO distance as
dk and the number of pixels it occupies within the neighborhood as
jP kj. We �rst calculate a metric for "crowdedness" in the neighbor-
hood,D, by considering both the distance of the objects in screen

space and the number of pixels they occupy.

D = å
k

a �
1

(dk)2 + b � jP kj

Now we de�ne the density scoreSde as a decaying function that
approaches 0 asD increases. This score can also become relatively
large whenci is expanding into an empty space.

Sde(ci) = exp(� a0� D � b0)

(a, b, a0, andb0are positive constants. The former two can be ad-
justed to balance the contribution of the distance and size factors
to D, while the latter two can be adjusted to determine the rate of
decay and resulting value when the space is empty. In our imple-
mentation, we seta = 0.2,b = 0.8,a0 = 0.5, andb0 = 1.5.)

6.3. Final Score Computation

We have de�ned several scoring functions to evaluate different as-
pects of the impossible structure. Now we show how to combine
them to compute a functionF that evaluates the effect of the new
componentci . We perform an incrementalized score computation
by tracking which components of the score need to be updated in
response to a structural change.

The base case of the recurrence,F(c0), occurs prior to the ran-
dom derivation phase and after the visual bridges are chosen. In
this scenario,F(c0) = Spc(c0) since no components are occluding,
overlapping, protruding, or leading to high density. After that, at
each step when a new componentci is added, we update the effect
of ci in terms of occlusion, overlap, protrusion, and density. We
also need to check the value ofSpr(ci) separately each time. At
each state, the updated resultdF(ci)is:

dF(ci) = Spc(ci) � S pc(ci� 1) + Soc(ci) + Sde(ci)

Therefore, we have the following relation:

F(ci) = ( F(ci� 1) + dF (ci)) � Sov(ci) � Spr(ci)

7. Inference

Our system uses the scoring functions introduced in Section 6 to
search the output space of the procedural model. In particular, we
use the Sequential Monte Carlo (SMC) method to focus the search
on promising structures. SMC is a method to approximate Bayesian
inference: given a priorp(x) and a likelihoodp(yjx), it produces
samples from the posterior distributionp(xjy). It does this by pro-
ducing a sequence of distributionsp0 : : : pn, such thatpn � p(xjy).
Each distributionpi is represented by a set of samples, called parti-
cles. Givenp0 drawn from system initialization, the algorithm sam-
ples an initial set of particles and weights them according to the
likelihood. It then samples a new set of particles according to the
weights and evolves the particles top1 according to the grammar
execution [SG92].

In our implementation, the initial statep0 is given by the sys-
tem's random choice in the visual bridge phase. After that, in the
random derivation phase, the prior is the product of the probabili-
ties of all random choices made during the procedural model. The
likelihood is the score functionF. Initial particles are sampled by
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generating random types of visual bridges. The proposal function
executes one more step when the procedural model adds a new
component to the structure (please refer to Appendix F for more
details).

In the connecting phase, we make modi�cations to the process.
We recognize that the connecting phase is inherently more deter-
ministic than the random derivation phase, as the system tends to
favor selecting rules in the target direction instead of making a ran-
dom choice. During this phase, we continue to evaluateF(ci) for
the newly added component at each step. However, instead of re-
sampling particles, we only remove the particles withF(ci) smaller
than a thresholdq.

During program execution, the likelihood of �nding desirable re-
sults increases with a larger number of particles. However, a larger
number of particles also leads to higher time consumption. We have
noticed that this is particularly relevant in cases where the compo-
nents of visual bridges are distant from each other or when there
are a signi�cant number of steps in the random derivation phase. In
such scenarios, using more particles becomes necessary to achieve
satisfactory outcomes.

Through experimentation, we found that using 1000 SMC par-
ticles is adequate for generating satisfactory results for structures
containing fewer than 40 random walk steps and 6 units' distance
between visual bridge components (which takes about 50-70 con-
necting steps). This entire process typically takes less than 5 min-
utes on a 2019 MacBook Pro equipped with an Intel i7 CPU. Our
implementation is single-threaded, and further reductions in run-
time may be achieved by parallelizing the score computation for
different particles. More timing results on structures with varying
complexity can be found in Appendix G.

8. Results and User Interactions

Our system can generate a wide range of results, ranging from
fundamental and well-known impossible structures (Figure 14) to
more intricate and complex ones. We design the system to assist
users with limited knowledge of impossible structures in exploring
a wide variety of results, and we demonstrate six groups of results
showing different features:

� Desolated Ruins: In this scenario, our system generates struc-
tures depicting abandoned and desolated ruins. This scenario
showcases the basic capabilities of our system (Figure 15 and
Figure 16).

� Modern Factories: In this scenario, our system generates struc-
tures depicting modern factories utilizing energy produced from
a large sphere's energy synthesis. While the factory itself consti-
tutes an impossible structure, the "energy synthesis" inside the
large sphere also forms another impossible structure. This sce-
nario showcases our system's capability to incorporate curves
and spheres, as well as execute our language within structural
components (Figure 17).

� Roses and Branches: In this scenario, our system generates
structures depicting roses and plants growing on withered tree
branches. This scenario showcases our system's capacity to gen-
erate non-axis-aligned impossible structures (Figure 18).

� Temples: In this scenario, our system generates structures de-
picting temples. These temple structures exhibit depth interpo-
sition, and their stairs incorporate the characteristic of normal
disappearance. This scenario showcases our system's capacity to
combine various types of impossibility within a single structure
(Figure 19).

� Dimensional Collapse:In this scenario, our system generates
structures that contain substructures in both 2D and 3D space.
We project a portion of the resulting structure, excluding the vi-
sual bridges, onto 2D planes. Despite this projection, the result-
ing structure maintains its sense of impossibility (Figure 20).

� Guided Impossible Structure:In this scenario, our system gen-
erates a structure featuring the character "EG". While our system
primarily focuses on an exploratory design, we demonstrate its
ability to generate goal-directed impossible structures by incor-
porating a scoring function to guide the random derivation phase.
Additional details of this process can be found in Figure 24.

User Interface We have developed an interface to facilitate in-
teraction with our system. Users can choose from four prede�ned
scenarios and select a desired complexity level ranging from 1 to
12. The complexity level in�uences the distances between the fore-
ground and background components of the visual bridges and the
number of steps in the random derivation phase (see Appendix H).
We also show the corresponding results for different complexity in-
puts (Figure 15). For users who want more control over the system,
we provide advanced options (detailed in Appendix I). The details
of our UI system are illustrated in Figure 25. (Refer to the supple-
mental for a video of an interactive session using this interface, and
this link for online demo).

Collaboration with a student artist We collaborated with a stu-
dent artist from a highly-ranked design school in the US whom we
found through social networks. The artist had no prior experience
with procedural modeling. We provided the artist with a tutorial on
using our system. Additionally, we designed a CGA grammar based
on the artist's requests. Afterward, we asked the artist to design a
grammar for generating impossible structures and create 3D mod-
els as needed. The artist successfully produced results as demon-
strated in Figure 15 and Figure 16, and we provide the artist's feed-
back in Appendix J.

9. Conclusion

We present a novel approach to designing and exploring seemingly
impossible structures. Our generation process begins by selecting
appropriate visual bridges, followed by random derivation of the
grammar and connecting the endpoints of the visual bridges. After
the generation process, our system can further enhance the results
through 3D space subdivision or application of diffusion models
on the 2D results. Furthermore, we propose scoring functions to
evaluate structures and employ the Sequential Monte Carlo (SMC)
method to explore visually appealing results. We also offer a user
interface for interacting with the model and showcasing various re-
sults generated by our system.

Our system is designed to assist non-expert users in exploring
a wide range of impossible structures. For designers who want to
transform a single structure into an impossible one, previous meth-
ods that provide tools for structure editing may be more suitable.
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Furthermore, our system primarily focuses on creating impossible
structures using the disconnected components trick; there are other
types of impossible structures such as the `disappearing space' that
we cannot produce (discussed in Appendix A)

Additionally, while generating a variety of results using our
built-in grammar is straightforward, authoring new grammar to
model entirely new scenes remains a challenge. A promising di-
rection for future research could involve enabling non-expert users
to generate a wide array of real-life objects as impossible struc-
tures without requiring knowledge of the grammar. One potential
approach could involve inverse procedural modeling and grammar
inference from input objects, as explored in previous works such as
[MM11,RJT18,GJB� 20].

Lastly, our work has implications beyond the scope of impos-
sible structures. Our method for generating impossible structures
sheds light on creating other view-dependent structures. This in-
volves initially designing components that ful�ll certain criteria
based on the viewer's viewpoint, followed by assembling the en-
tire structure. Additionally, our algorithm for connecting proce-
dural components, using grammars resembling L-Systems, may
also be applied in other procedural modeling works. For instance,
we demonstrate its capability to generate cycles in 3D space, a
challenging problem in procedural modeling (as detailed in Ap-
pendix K).
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Figure 14: Our system is capable of producing the most famous impossible structures.

Figure 15: We collaborated with a student artist to generate impossible structures featuring abandoned and desolated ruins. The artist
designed a grammar for generating impossible structures using our system and crafted the 3D models accordingly. We also developed a
CGA grammar to decorate the structures according to the artist's speci�cations.

Figure 16: Results obtained using different numbers of visual bridges and present views of the structures from different perspectives. In
scenarios where multiple visual bridges are involved, our system starts with connecting sub-components of these visual bridges as explained
in Section 5.3. This can lead to the structure being divided into distinct sections, contingent on which the components are connected. For
example, in the "two visual bridges" case: our system chooses to connect the two foreground components during the visual bridge phase, and
subsequently connects the two background components in the connecting phase. This generates two separate structures that, when observed
from speci�c vantage points, appear to appear impossible.
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Figure 17: Results featuring modern factories utilizing energy produced from a large sphere's energy synthesis. Both the factory itself and
the "energy synthesis" inside the large sphere form impossible structures.

Figure 18: Results featuring roses and plants growing on withered tree branches. This scenario showcases our system's capacity to generate
non-axis-aligned impossible structures.

Figure 19: Results featuring temple-like structures. The structure's pillars create an illusion of depth interposition, as certain vertical pillars
in the foreground appear to be connected with the horizontal beams in the background. Additionally, when viewed from the right, the temple's
staircase seems to consist of three steps, yet when observed from the front, it seems to consist of two steps (the disappearing stairs are modeled
based on the method introduced in [SRC20]). These results were generated without leveraging global illumination. The color adjustment
algorithm (as explained in Section 4) is only applied to the diffuse re�ectance model. Future works may explore the feasibility of implementing
color adjustments within global illumination through differentiable rendering.

Figure 20: Results that combine components in both 2D and 3D space. In the decorating phase, we project parts of our structure (does not
include the visual bridges) onto 2D planes. Despite this projection, the resulting structure maintains its sense of impossibility.
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