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Abstract. We present a method to correct for motion artifacts in
continuous-wave time of flight (C-ToF) imaging. As C-ToF cameras
must capture multiple exposures to derive depth, any moving object will
exhibit depth errors. We formulate an optimization problem to reconstruct
the raw frames captured by the camera via an underlying 4D volumetric
scene and a physically-based differentiable C-ToF simulator. With weak
optical flow supervision, we can infer a moving 3D scene that explains the
raw captures, even though any particular time instant does not provide
sufficient constraints upon the depth or motion. On synthetic sequences,
we find that our approach reduces depth errors on dynamic objects by
up to 20×, particularly for large disparities (≥ 25 pixels) between raw
frames. On real-world sequences, we see qualitatively similar gains with
artifacts resolved on falling pillows and swinging baseball bats.

1 Introduction

Estimating depth is a core measurement task in imaging, providing opportunities
in computational photography, media editing, AR/VR, and as a precursor to
3D scene reconstruction. Modern multi-camera systems can estimate depth via
passive stereo, but depth is still difficult to estimate in textureless regions. Instead,
many smartphones include active illumination time-of-flight (ToF) sensors to
improve depth estimation [17]. One scheme is continuous-wave or correlation-
based ToF (C-ToF): infrared light is emitted over time in a sinusoidal pattern
of a particular frequency. Then, when the light is reflected from the scene into
the sensor, we capture three or more raw frames over time from which we can
recover the phase and amplitude of the returned sinusoid per pixel. We can relate
scene depth to the phase offset from the emitted sinusoid by its frequency and
the speed of light [7, 8]. C-ToF’s active approach is significantly more accurate
than passive stereo depth estimation, especially in textureless regions.

However, C-ToF’s imaging model assumes that scenes and the camera are
static: as we must estimate the phase offsets from multiple frames, depth is
inaccurate for anything moves, causing large depth errors such as ghosting
or blurring under fast motion. This affects objects with motions relative to
the camera, and also any motions of the camera itself relative to the scene—
static or otherwise—such as handheld motions of a smartphone. Further, as the
depth estimate is per pixel, correspondence of surfaces over time is lost; no 4D
reconstruction is possible.

Existing approaches have attempted to mitigate motion errors. We might
ignore moving regions by detecting pixels whose raw frames have inconsistencies
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Fig. 1: Deriving depth from C-ToF samples over time causes motion artifacts.
The cube’s motion (left) invalidates C-ToF algorithm assumptions. Depth is derived
both from light reflected from the cube and background, causing ghosts to appear
(center). Right: C-ToF depth along the red and green lines, showing large discrepancies.

[13], but this reduces the completeness of our estimate. Under small motion
assumptions, we can use the temporal derivative to detect and correct for motion
artifacts [30], or we could simplify scene motion assumptions [10, 12]. We might
try to estimate 2D optical flow between the raw frames captured at different
time instances, and then reproject all raw frames to a consistent time instance
[22]. However, each raw frame has a different intensity, breaking optical flow’s
typical brightness constancy assumption. To counteract this, we might try to
learn from data a correspondence function using a C-ToF simulator [29], so that
we could synthesize raw frames at interpolated times. But, this is brittle to
out-of-distribution errors and leaves a domain gap to real C-ToF camera data.
Fundamentally, the 3D scene under motion must be known to correctly synthesize
a raw frame at an unseen time so as to remove motion errors (see Figure 1).

Our approach attempts to better principally model the image formation of
raw C-ToF frames via a neural time of flight radiance field optimization [2, 24, 36].
Given raw C-ToF frames, we explain their intensities across time by rendering
an underlying 4D scene (geometry and motion) using simulations of a C-ToF
camera from a physically-based radiative transport model, without ever directly
computing depth from C-ToF measurements via phase offsets. This allows us to
avoid prematurely making decisions about where scene elements must be while
motion is still unexplained. For motion, we induce a velocity field that explains
how the 3D geometry moves [1]; this is possible by relaxing an initial 4D scene
reconstruction that assumes synchronous raw frame capture to an asynchronous
one, and by using weak supervision from a pre-trained 2D optical flow network
that the projected 3D velocity must match. Once optimized, the representation
provides more accurate depth estimates for moving objects, removing ghosting
at object boundaries and corresponding the interior of objects over time.

We show our method’s efficacy on both didactic synthetic examples and on
six real sequences. Existing 2D approaches that correct motion errors are less
effective than our method, as is an existing neural time-of-flight radiance field
method [2] that fails to account for motion. More broadly, as motion artifacts
occur across many multi-shot imaging processes, we show a principled method to
account for and correct them through 4D scene reconstruction.

Assumptions and Limitations. We assume a co-located emitter, that each raw
frame is captured at separate time steps (no multi-tap), and that motion is
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Fig. 2: Method overview. The four raw frames captured sequentially over time τ
(top) show large brightness differences due to the emission phase. The large disparity
on moving objects causes depth artifacts. Recovering a 4D scene representation with
help from 2D optical flow lets us correctly reproject one timestep onto another in a
phase-aware way, such that we can supervise the scene at fractional time moments.

locally linear; higher-order motion models exist and may improve quality. We use
optical flow to weakly supervise our reconstruction, so flow estimation errors may
propagate to our results. Our implementation builds upon standard NeRF [24],
so the method is slow. Many acceleration techniques now exist that could in
principle be used; this is orthogonal to our contribution.

2 Related Work

Active Illumination and Neural Fields. Neural fields and volume rendering can
accurately simulate physically-based models for active illumination, improving
flexibility for the 3D reconstruction of complex scenes and objects. For example,
simply co-locating a point light source with a camera enables more accurate
recovery of surface normals and reflectance [3]. By structuring the incident
illumination, Li et al. [18] differentiably render multi-view structured light pattern
images to reconstruct 3D objects with a neural signed distance field, and Shandilya
et al. [31] demonstrate that neural fields can explicitly model raw structured light
images to recover scene geometry and additional scene properties such as surface
normals, and direct and indirect lighting components.

Time-of-flight cameras use the co-located illumination setup to recover scene
depth, by measuring the time required for light to travel from the source, to the
scene, and back to the sensor. Neural fields based off of time-of-flight imaging has
been explored for C-ToF cameras [2], LiDARs [11], and SPAD sensors that form
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transient measurements [23]. PlatoNeRF [16] directly models optical paths of two-
bounce signals captured from single-photon LiDAR [9], allowing reconstruction
of both visible and occluded geometry. In contrast to these past works, we focus
on developing an approach to account for fast dynamics, specifically for the case
of C-ToF cameras which uses multiple exposures to recover depth.

Motion Correction in Time-of-Flight Imaging. Several methods, such as Lindner
and Kolb [22], compensate for the motion artifacts based on 2D optical flow
only. However, the raw ToF measurements do not fulfill brightness constancy
requirements expected for optical flow, so normalization tricks are typically
applied. To tenably correct for errors, one approach is to constrain the motion
artifact corrections to certain types of motion. For example, the method by
Hussman et al. [12] is restricted to small (less than 1 meter) linear motion along
conveyor belts. Other methods, such as Hoegg et al. [10], restrict the motion
artifacts to only blurred areas. Schmidt’s method [30] detects and corrects motion
artifacts in ToF measurements based solely on temporal relations and temporal
derivatives in the raw ToF measurements. Their method is simple to implement,
and avoids expensive spatial operations. However, spatial information (such as
from the raw ToF measurements) captures additional cues that we can exploit in
ToF corrections, which we use in this work.

3 Image Formation Model

First, we introduce C-ToF camera working principles to motivate why motion
artifacts exist. There are many variations in how ToF cameras capture and
process depth data; we focus on the principles applicable to our real-world setup.

3.1 C-ToF Camera Principles

To measure depth, a C-ToF camera system emits a periodic time-varying light
signal into a scene, typically modelled as a sinusoid sin(2πft).1 In an idealized
model, the camera receives the reflected light and, through correlation with a
reference sinusoidal signal, produces an image with pixel intensities of the form
A sin(ϕ+ τ) +B. Here, the amplitude A reflects the amount of light received at
each pixel, the bias B depends on ambient illumination, and the phase ϕ captures
the time for which light is in flight. The programmable offset τ is a known
programmable time offset between the incident light and reference signal. To
solving for the three unknowns A, B, and ϕ, at least three intensity measurements
are required, using different offsets τ . In practice, four offsets are typically used
for robustness where τ ∈ {0, π

2 , π,
3π
2 }, and the camera produces a quartet of raw

frames Lϕ = {A sin(ϕ+ τ) +B}.

1 We note that the light intensity is more accurately represented with a non-negative
signal 1

2
sin(2πft) + 1

2
, but opt to use the simpler model for clarity.
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Given frames Lϕ, a typical C-ToF camera recovers the phase ϕ and computes
distance by multiplying time travelled with the speed of light c [8]:

d =
c

4πf
ϕ where ϕ = arctan

(
L0 − Lπ

Lπ
2
− L 3π

2

)
, (1)

since

arctan

(
L0 − Lπ

Lπ
2
− L 3π

2

)
= arctan

(
A sin(ϕ) +B − (−A sin(ϕ) +B)

A cos(ϕ) +B − (−A cos(ϕ) +B)

)
(2)

= arctan (tan(ϕ)) = ϕ. (3)

The amplitude of the returned light can be computed as

La = A = 1
2

√
(L0 − Lπ)2 + (Lπ

2
− L 3π

2
)2. (4)

The camera treats this quartet as representing one tick of time, e.g., a 30Hz
depth output requires capturing raw frames at 120 Hz. But, moving objects cause
errors as the reflected light across the quartet Lϕ does not correspond to a single
scene point, causing incorrect phase—and so depth—estimates (Figure 1). This
model further assumes that light reflected back to the sensor returns from one
surface only within a vacuum, when in truth it travels in complex light paths.

3.2 Volume-based C-ToF Image Formation

To fix these issues, we will infer an underlying 4D scene representation that can
explain both geometry and motion. We consider the volume rendering model
that represents a scene as a density field σ(x) defined for each world point x,
and a radiance field Ls(x,ω) representing the reflected radiance, defined for each
direction ω. The total light arriving into a camera point xc from direction ωo
can be defined by the ray integral [6]:

L(xc,ωo) =

∫ tf

tn

T (xc,xt)σ(xt)Ls(xt,ωo) dt, (5)

T (xc,xt) = exp

(
−
∫ t

tn

σ(xc − ωos) ds

)
. (6)

T (xc,xt) describes the transmittance for light propagating from position xc to
xt = xc − ωot, for t ∈ [tn, tf] within the near and far bounds. We can produce
the depth along a ray similarly by replacing the reflected radiance Ls with the
distance from the camera to the point, i.e., ∥xc − xt∥ = t:

d(xc,ωo) =

∫ tf

tn

T (xc,xt)σ(xt) t dt. (7)
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Some approaches have used C-ToF-derived depth estimates (Equation 1) to
directly supervise scene reconstruction [4, 25]. However, any errors in the super-
vising depth due to simplified image formation assumptions will persist in the
reconstruction. Attal et al. [2] showed that Equation 5 can be more-principally
adapted to model emitted light I from a time-of-flight system, assuming that the
emitter is a point light co-located with the infrared sensor [2, 3]:

LToF(xc,ωo) =

∫ tf

tn

T (xc,xt)
2

t2
σ(xt)Is(xt,ωo)W (2t) dt, (8)

where Is is the scattered intensity of the emitted light reflected back along the
same ray (ωi = ωo), the transmittance term is squared due to light traveling
twice the distance (2t) between camera origin xc and scene point xt, and the 1/t2

term is the point light inverse square falloff.
The path-length importance function W (2t) weights the contribution of a

light path of total length p. Pediredla et al. [26] show that this can represent
C-ToF images using the phasor W (p) = exp

(
i 2πpfc

)
. As the function W (p) is

complex-valued, the radiance LToF(x,ωo) will also be a complex-valued phasor
image [7]. In practice, the supervising phasor images are created from the four
real-valued raw frames under linear combination: LToF = (L0−Lπ)− i(Lπ

2
−L 3π

2
),

where the phasor magnitude corresponds to the amplitude.
This model allows emitted light to integrate to produce a phasor to supervise

the density field, rather than supervising depth directly. But, phasor creation
assumes that raw frames are acquired simultaneously when, in fact, they are not.

3.3 Raw-Frame C-ToF Image Formation under Synchronous Capture

Let us now expand the model to predict raw frames assuming, for now, unrealistic
synchronous capture. This model is fine for static scenes or scenes with very slow
motion. Under integration, this lets us recreate the intensity of raw frames via
depth derived from the density field σ and an amplitude field La:

Lϕ(xc,ωo) =

∫ tf

tn

T (xc,xt)
2

t2
σ(xt)ϕ(t)La(xt,ωo) dt, (9)

where ϕ models the modulation of the light via one of the raw sample quads:
{sin(t), cos(t),− sin(t),− cos(t)}. The amplitude La represents the remaining
unknown spatially-varying brightness of the scene, including view-dependent
effects. This formulation initially may seem underconstrained because both
density σ and amplitude La are free to vary. However, both must be consistent
between all four phase offsets and through the transmission and fall-off terms,
such that the correct raw intensities are produced.

Neural Field, Rendering, and Reconstruction Loss. Both density σ and ampli-
tude La are represented by a neural field using a simple MLP: Fθ : (x,ω) →
(σ(x), La(x,ω)). For volume rendering, we follow Mildenhall et al. [24]. Penalizing
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a reconstruction loss Lϕ = ∥Lϕ − LGT
ϕ ∥2 between the set of raw frames Lϕ and

their renderings is sufficient to optimize σ to be meaningful. Given the density
field, Equation 7 will render scene depth.

3.4 Asynchronous Capture via Dynamic Field Reprojection

For a dynamic scene, we can no longer expect each pixel across the quartet to
image the same world point. In this case, we must form additional constraints
over time such that quartet pixels can provide meaningful depth constraints.
First, we extend Equation 9 to time by parameterizing our MLP by time τ :

Lϕ(xc,ωo, τ) =

∫ tf

tn

T (xc,xt, τ)
2

t2
σ(xt, τ)ϕ(t)La(xt,ωo, τ) dt, (10)

Then, an ideal depth constraint would allow us to sample the three missing raw
frames from the quartet at the time instance of the remaining raw frame. One
might naïvely hope that an optimized MLP will produce a smooth function over
time for this sampling task, but fast motion can induce large disparities that
make this fail, and correspondence must be induced.

First, we will describe a correspondence model, then discuss its supervision.
We introduce motion as a pair of instantaneous velocity fields of 3D vectors vf,
vb for forward and backward time [1]. Since both fields are used in a symmetrical
way, in future we will denote them v when appropriate, to not complicate the
notation. The full model becomes Fθ : (x,ω, τ) → (σ(x, τ), La(x,ω, τ),v(x, τ)).
Rather than using a field that represents frame-to-frame scene flow [19], a velocity
field lets us supervise and sample motion estimates at arbitrary time intervals.
We assume the velocity to be linear within the time segment covering the quartet
of captured frames, although more complex representations are possible.

The 4D scene can be supervised via reprojection across time. We denote a
field f(x, τ, ...) being reprojected from τ = i to τ = j by the velocity field v as
f i→j . Assuming i < j, the reprojection is defined as

f(xj , τ = j, ...)i→j = f(xj→i
j , τ = i, ...)

where xj→i
j = xj + vb(xj , τ = j) · (j − i).

(11)

Reprojection is defined symmetrically for i > j, using the forward flow. We use
the nomenclature that L0 is captured at an integer time moment, e.g., Lτ=1

ϕ=0

at τ = 1; and that Lπ
2
, Lπ, L 3π

2
are captured at fractional time moments, e.g.,

τ = 1.25, 1.5, 1.75. For instance, to render a raw frame for ϕ = π
2 at timestep

τ = 1.25, using the density and amplitude from timestep τ = 1:

L1→1.25
π
2

(xc,ωo, τ = 1.25) =

∫ tf

tn

T 1→1.25(xc,xt)
2

t2
·

σ1→1.25(xt) cos(t)L
1→1.25
a (xt,ωo) dt

(12)

where ωo is constant across both time moments.
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Fig. 3: Phase-invariant reprojection loss ablation. Left: In StudyBook , the model
fails to reconstruct the outline of the dynamic object in the absence of the phase-
invariant reprojection loss. Right: The model without the phase-invariant reprojection
loss captures the outline of the object, but fails to reconstruct fine details, while also
generating depth artifacts in the background.

Phase-invariant Reprojection. To supervise velocity, one might immediately
turn to 2D optical flow, but there are significant challenges here. Due to the
phase of the sinusoidal emission, raw frames will only have similar intensities at
integer increments, e.g., Lτ=1

ϕ=0 and Lτ=2
ϕ=0, with significantly different intensities

across fractional increments, e.g., between Lτ=1
ϕ=0 and Lτ=1.25

ϕ=π
2

. This breaks typical
brightness constancy assumptions from 2D motion estimators like optical flow,
making it difficult to supervise motion between fine-grained fractional moments in
time—even though this is needed to reconstruct fast motion. However, recovering
a 4D representation via physically-based image formation naturally aids this:
as raw frames only depend upon the scene density and amplitude, reprojection
across time will automatically account for any intensity variation that would have
occurred by the illumination phase variation. This makes it possible to reproject
any fractional time moment to any other with correct intensity accommodation.

4 Optimization Losses

Phase-invariant Reprojection. We exploit this property of our model to supervise
the 4D scene with sufficient depth and motion constraints. For each fractional time
moment j, we have two nearby integer moments i1 and i2. If depth and motion are
correct, then reprojecting the scene to time j, and rendering it, will reproduce the
raw frame from the camera. These two constraints supervise density and velocity:

Li1→j
ϕ and Li2→j

ϕ , where Li→j
ϕ =

∥∥∥Li→j
ϕ (xc,ωo, τ = j)− LGT

ϕ (xc,ωo, τ = j)
∥∥∥2

for each fractional raw frame of the quartet Lϕ.
Penalizing this phase-invariant reprojection loss across fractional timesteps—

as would normally be difficult as raw frames exhibit large intensity variations—
allows us to resolve finer details under motions. To show this, we compare to only
penalizing a reprojection loss across integer timespans (Figure 3). Our approach
improves depth edges on dynamic objects: the detail of the two back slats is
recovered with the loss, where only an incorrect back plane is recovered otherwise.
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Optical Flow Supervision. As fast motions induce large disparities, we still must
supervise the velocity field, but we can only do this across integer timespans as
weaker supervision. Still, if the optical flow is correct, the 2D projection of the
velocity field must be consistent with the coarser scene motion. We use RAFT
[32] to compute optical flow between Li

0 and Li+1
0 . Under perspective projection,

our 2D motion vector u should match this 2D optical flow prediction uF:

u(xc,ωo, τ = i) = πi

(∫ tf

tn

T (xc,xt)σ(xt)v(xt, τ = i) dt

)
. (13)

where πi is the perspective projection for the camera at time i.
The motion reconstruction loss is defined as Lu = ∥u− uF∥2. As optical flow

prediction produces both forwards and backwards flow, we penalize this loss using
both directions. This helps to correct for occlusion and disocclusion artifacts that
otherwise could appear in the density field. As optical flow estimates may be in
error, we only use this supervision with a small weight λu and allow the model
to correct the velocity through the reprojected raw frame constraints.

One might think to supervise scene flow directly. While scene flow estimators
that use depth input do exist [33], this would require resolving depth first—this is
exactly the process we wish to avoid as resolving depth induces motion artifacts.

Two-stage Optimization. Simultaneously estimating density and velocity is under-
constrained for monocular capture, but careful initialization within the optimiza-
tion can lead our model formulation to solutions that correctly estimate depth
and motion. As such, we initially optimize the scene via Equation 10 by assuming
that the quartet of raw frames were captured synchronously. This produces blurry
and ghosted density in dynamic regions and is similar to previous work that does
not account for fractional time samples [2]. Then, we use Equation 12 for the
remainder of training.

Stage 1 of the optimization penalizes raw ToF images from Equation 10:

L = L0 + Lπ
2
+ Lπ + L 3π

2
, (14)

where Lϕ =
∑

i

∥∥∥Lτ=i
ϕ − Lτ=i

ϕ,GT

∥∥∥2 and i is an integer timestep.
For stage 2, we penalize:

L =
∑
i,j

λϕLi→j
ϕ + λuLu, (15)

where i is an integer timestep, and j are fractional timesteps such that |i− j| < 1.
As Li

0 are integer timestep aligned, we can skip their reprojection.

5 Experiments
Datasets. For quantitative evaluation, we generate a set of five didactic scenes in
Blender at a resolution of 320×240. These have cubes undergoing axial, lateral,
and rotational motions of different speeds to induce varying disparities, undergoing
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occlusion, both with and without texture, and with chair objects to assess thin
features. These scenes are strictly monocular, without camera motion and thus
no multi-view cues. For the fastest scenes (Three Cubes Speed Test, Three Chairs
Speed Test, Arcing Cube), the disparity ranges up to 127 pixels across integer
timesteps, and 9–18 pixels for slower scenes (Sliding Cube, Occluded Cube).

We use a C-ToF simulator based on the physically-based path tracer PBRT
[27] to render these scenes with multi-bounce and scattering effects. Some render
noise exists. These scenes are so simple that any method has ‘nowhere to hide’
in its depth recovery; motions are fast and artifacts are prevalent.

For real world evaluation, we capture five sequences with fast motion: Pillow ,
Baseball , JumpingJacks, Target , and Fan with a Texas Instruments OPT8241
sensor (320×240 30 fps) with 5m unambiguous depth range. We also use the
existing StudyBook sequence from Attal et al. [2]—most of their published
sequences contain only small and slow motions, but this one induces artifacts.
This sequence also uses a complementary color camera (see supplement). As only
phasor images are public, the authors kindly provided the original raw frames.

Baselines. C-ToF Depth denotes depth produced by the camera itself through
integration of the four captured images (Section 3.1). 2D Flowed Raw Frames
attempts to align raw frames through optical flow warping before subsequent
integration. We compute flow between matching phase offsets, then forward
warp using splatting. For example, we estimate flow between L1.25

1 and L2.25
1 ,

and forward warp to produce L1.25→2
1 . Repeating this across all phase offsets,

we can now integrate {L2
0, L

1.25→2
1 , L1.50→2

2 , L1.75→2
3 } to produce an estimate at

timestep τ = 2. TöRF is the previous phasor-based work of Attal et al. [2]
that (incorrectly) assumes synchronous capture. This is similar to Stage 1 of our
approach but trained to convergence. TöRF uses separate networks for static
and dynamic parts and blends them together. For fair comparison, we disable
the static network; in principle, it could be added to our method too.

Metrics. For synthetic scenes, we compute MSE between ground-truth rendered
depth and ours. We also compute MSE just for regions with dynamic objects
using ground-truth rendered optical flow (see supplement for details).

Model and Optimization. We parameterise Fθ(x,ω, τ) with an 8-layer MLP with
256 neurons each. Each input parameter is transformed with a 10-band positional
encoding. The MLP has separate heads for density, amplitude, and velocity.
Stage 1 of the optimization occurs for 25–100K iterations, with 200K iterations
in stage 2. Loss hyperparameters are set to λu = 0.01, where the optical flow
network output is initialized to be near zero and λu is decayed to zero during
training. We use the Adam optimizer [15] with β1=0.9, β2=0.999 and ϵ=10−7.
We set learning rate to η= 2 · 10−4. We use the batch size of 1024 simulated
through gradient accumulation, since empirically it leads to a better convergence.
The training is performed on a single RTX 3090 GPU with 24 GB of RAM and
typically takes three days. All but one of our sequences have a static camera.
For StudyBook , we use camera poses provided by the sequence authors; these
themselves were optimized during a Stage-1-like optimization.
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Table 1: 4D reconstruction from raw frames reduces depth error. Synthetic
scenes; showing MSE×100. The camera is fixed, so error will mostly exist on dynamic
objects. We report dynamic region error (with % dynamic pixels across all frames) and
all-region error. We include results on an ablation of our model Ours (-), without the
phase-invariant reprojection loss, to show its importance in reducing depth error.

Scene C-ToF 2D-Flowed TöRF Ours (-) Ours

Sliding Cube Dyn. (4.17%) 1.537 1.770 1.929 1.099 0.733
Axial+lateral motion All 0.083 0.105 0.241 2.727 0.299

Arcing Cube Dyn. (6.70%) 306.268 49.072 76.555 64.077 15.409
Large axial+lateral+rot. motion All 37.259 3.987 6.388 6.388 1.495

Three Cubes Speed Test Dyn. (7.65%) 17.255 3.528 10.017 5.044 3.140
Textured; varying lateral motions All 2.915 1.675 2.009 5.147 0.989

Three Chairs Speed Test Dyn. (4.68%) 10.408 5.356 9.630 11.160 5.242
Thin lines, varying lateral motions All 0.745 0.531 0.905 2.914 0.798

Occluded Cube Dyn. (3.63%) 1.000 0.981 0.919 5.001 0.935
Axial+lateral motion All 0.046 0.046 0.443 2.068 0.748

5.1 Results

Quantitative Results. In four out of five of scenes, our method achieves the
lowest depth error in dynamic regions (Table 1). In Arcing Cube and Three Cubes
Speed Test , our method has the lowest depth error across the full frame and
dynamic regions. In Sliding Cube and Three Chairs Speed Test , our method’s
full frame depth error is competitive with other baselines. Occluded Cube is more
challenging for our method, as RAFT struggles to produce plausible optical flows
when the cube is occluded. The motion artifact ghosting is still resolved visually,
though as disparity is low, all methods produce similar results.

Qualitative Results. Our method resolves the motion artifacts in most scenes,
producing sharper reconstructions on dynamic objects, while all baseline methods
exhibit motion artifacts (Figure 4 and Figure 5). Concerning textured objects,
both synthetic Three Cubes Speed Test and real Target show false texture entering
the depth reconstruction in baselines: even though both scenes show planar objects
with lateral motion, as the returned intensity of the signal varies under motion
from the texture, the induced depth is incorrect. In our reconstruction, this
artifact is removed. Fan is a challenging scene since the fast rotational movement
of the fan breaks our linear motion assumption. Still, our method produces sharp
outlines of fan blades, but generates an incorrect depth prediction within the
swept volume of the fan’s blades. Another challenging scene is Three Chairs Speed
Test , where our model generates mild ghosting artifacts for the fastest chair (≥25
pixel disparity per raw frame), but reproduces the other two chairs correctly.
Finally, both neural reconstruction methods in the test sometimes struggle to
accurately place density in the scene, e.g., the floor of Target .
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Ground truth C-ToF Depth 2D Flowed TöRF [2] Ours

S
li
d
in

g
C

u
b
e

A
rc

in
g

C
u
b
e

T
h
re

e
C

u
b
es

S
p
ee

d
T

h
re

e
C

h
a
ir

s
S
p
ee

d
O

cc
lu

d
ed

C
u
b
e

Fig. 4: Our approach significantly reduces ghosting on dynamic objects by
recovering scene flow in synthetic scenes. Synthetic scenes showing different
motion characteristics across methods. Naive depth integration in the presence of
moving objects causes ghosting (C-ToF). Our approach is better able to reconstruct
apparent motion than the 2D flowed raw frames, and than a volume integration method
that does not account for asynchronous raw frame capture (TöRF).
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C-ToF Depth 2D Flowed TöRF [2] Ours
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Fig. 5: Our approach reduces ghosting on dynamic objects by recovering
scene flow in real scenes. Real scenes showing different motion characteristics across
methods. Our method resolves motion artifacts better than baselines.
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6 Discussion
Co-located Light. The current model assumes that the light emitter is co-located
with the camera, when in fact the light source is to the side of the camera. This
induces slight inaccuracies to path length. More importantly, this can introduce
shadows around regions with depth discontinuities. In practice, our scene depths
are far enough that these effects can be ignored.

Network Capacity. In synthetic scenes with low disparity (Sliding Cube and
Occluded Cube), we note that TöRF demonstrates lower full frame depth error
than our method (Table 1). We suppose this is because our MLP must additionally
estimate a bi-directional velocity field with the same model capacity.

Static/Dynamic Separation. Some dynamic scene representations model static
and dynamic scene parts separately [2, 19]. This is effective under large baselines,
but challenging when baselines are small, requiring tricky regularization [35] or
additional semantic information [20]. As C-ToF may be noisy, this problem is
exacerbated. As such, we leave this for future investigation.

Flow at Every Integer Timespan. It is possible to supervise the 3D velocity field
across all pairs of matching phase offsets across integer timespans (e.g., Li

0 →
Li+1
0 , Li+0.25

1 → Li+1.25
1 ). However, this can quickly become computationally

prohibitive: GPU memory is a bottleneck in our system thanks to the 4× temporal
resolution, requiring expensive gradient paths back to the scene from every pixel;
it would require supervising our model at 4× the number of time moments
(integer and fractional) as opposed to only integer time moments.

Estimating Scattering Functions and Normals. When illuminating a scene with
a co-located point source, it is possible to estimate surface normal through
shading cues [3, 31]. In principle, this can also be achieved with a C-ToF camera,
by modelling the scattering function fp and normal n explicitly to account
for shading variations. However, even though much progress has been made in
recovering surface normals [34], estimating the normal typically requires large
variation in the illumination or viewpoint, which is not present in our case.

7 Conclusion

C-ToF cameras form depth measurements through multiple exposures, making
them susceptible to fast scene dynamics, and producing depth errors as a result.
To overcome this, we present an approach to reconstruct a 4D neural time-of-
flight radiance field from raw frames. By explicitly modeling these individual
exposures, and through the use of a novel phase-invariant reprojection loss, we
demonstrate the ability to reduce depth errors on dynamic objects even with
large disparities, as demonstrated on both synthetic and real-world sequences.
Besides C-ToF cameras, there are several other imaging techniques that rely
on multiple exposures, including structured light systems [28], multi-exposure
high-dynamic range (HDR) imaging [14], and low-light imaging [21]. We believe
that our framework for dealing with dynamics can potentially be extended to
these other imaging regimes.
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Table 2: Mathematical symbol legend for the following equations and explanations.
Important note to reviewers: We inadvertently changed the definition of symbols ϕ
and τ when transitioning from Section 3.2 to Section 3.3. This will be corrected in the
next paper revision.

Symbol Description

x A point ∈ R3.
ω A direction; unit vector ∈ S2.
xt A point t units along a direction ω, xt = x+ ωt.
ωi A direction incoming to a point.
ωo A direction outgoing from a point.

Before Section 3.2
ϕ C-ToF phase, linearly related to distance.
τ Field offset ∈ {0, π

2
, π, 3π

2
}.

After Section 3.3
ϕ Field offset ∈ {0, π

2
, π, 3π

2
}.

τ Timestep associated with each frame.
La Amplitude of returned/reflected light.
Lϕ Raw quad using field offset ϕ.
Lτ=1

ϕ=0 Raw quad using field offset ϕ = 0 at timestep τ = 1.
Lϕ Quartet of raw quad images.
v(x, τ) Velocity vector ∈ R3 at point x and time τ .
u(x,ω, τ) Projected integrated scene flow ∈ R2 for a ray

from point x in direction ω at time τ .
D(τ = t) Integrated depth map at time t

L(x,ω) or L(x,ω, τ) Radiance measured by a camera at point x in direction ω.
σ(x) or σ(x, τ) Density function at a point.
T (x,xt) or T (x,xt, τ) Transmittance function, i.e., accumulated density.
W (p) Importance function for light path of length p.

We will release our code to make any additional implementation details visible.

Fixed Pattern Noise. One source of noise associated with sensors (including those
used in C-ToF cameras) is fixed-pattern noise [5]. This noise originates from
spatial non-uniformities with the physical sensor pixels themselves, resulting in
differences in their response to light. The raw images captured by our C-ToF
camera also have fixed noise pattern, which we model as a per-pixel offset in the
intensity. When computing C-ToF derived depth, these fixed patterns in the raw
frames are typically cancelled out within the computation of the phase offset
(Equation 1). Given that our method uses the raw frames directly, it is important
to run a pre-processing step that subtracts the fixed-pattern noise from the raw
frames. We calculated the fixed-pattern noise by (i) capturing four raw images
of a static scene, and (ii) averaging the result. Figure 6 demonstrates the raw
images before and after fixed pattern noise calibration.
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Fig. 6: Removing fixed-pattern noise. Top: Raw images of a hallway captured
with a C-ToF camera. These images are averaged to compute the fixed-pattern noise
associated with this sensor. Bottom: Same raw images of the scene, after subtracting
the fixed-pattern noise.

Data Normalization. To eliminate outliers in the real data, usually resulting
from oversaturated pixels in the sensor, we use a two-step normalization process.
Through empirical observation, this improves the quality of the 4D volume
reconstruction. Initially, we normalize the raw ToF captures by normalizing the
amplitudes of all the quartets to be between [0, 1] using the maximum amplitude
observed across all frames within a scene. For real data, then, we truncate values
exceeding 0.1 and perform the same amplitude normalization again.

DC Offset. As our method directly uses raw frames, we must correctly account
for average amount of light emitted—the so-called DC offset—around which
the sinusoidal emission varies. We estimate the intensity of the emitter’s light
source as a constant additive value present in the captured signal: light intensity
has the non-negative signal 1

2 sin(2πft) + C, where C represents the DC offset
(cf. idealized model in main paper). In synthetic scenes, we render the raw frame
quartets with a fixed DC offset C = 0.5. In real scenes, the value of the DC
offset is unknown, so we optimize a predicted DC offset during training after
initializing it to zero.

Reprojection Loss Cost. We supervise the density field at integer time moments
only (aligned with the capture of L0); that is, we reproject the density field
at integer time moments to recreate the appearance of Lπ

2
, Lπ, and L 3π

2
. In

principle, we can penalize reprojection losses to optimize the scene density at any
and all fractional time moments; however, in practice, this is too computationally
and memory expensive. Similarly, we could supervise the motion using 2D flow
computed between all pairs of matching quads; in practice, we use only L0 to
reduce expense.

Temporal superresolution. The explicit motion modeling allows us to interpolate
density to an arbitrary time moment and increase the temporal resolution of the
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Fig. 7: Dynamic Mask Example from Arcing Cube. Left: Frame at integer time
moment. Right: Dynamic mask spanning an integer unit of time. The dynamic mask
captures the object’s geometry during motion across the quartet. These masks are used
to evaluate depth MSE metrics on dynamic regions.

original video if needed. For example, to generate a depth map at the novel time
moment j we are blending depth maps reprojected from the two nearby integer
time moments i and i+ 1:

D(τ = j) = (1− δ) ·Di→j(τ = j) + δ ·D(i+1)→j(τ = j) , (16)

where δ = j − i and j ∈ [i, i+ 1]. Please see the supplemental videos for the
temporally-superresolved videos.

Dynamic Masks. To compute the dynamic masks used to evaluate the Depth MSE
on synthetic scenes, we generate ground-truth motion vectors for each quartet,
{L0, Lπ, Lπ

2
, L 3π

2
}. Then, we mask pixels with no motion, and then union the

masks to produce an integer-timestep aligned mask. This allows the dynamic
masks to capture both the dynamic object’s true location and the regions where
motion artifacts are expected (assuming synchronous capture). Figure 7 shows
an example of this.

Velocity Regularizations. Following NSFF [19], we apply regularizations Lreg to
the flow to encourage flow smoothness and symmetry. Cycle consistency minimizes
the summation of forward and backward scene flow for corresponding points
across time :

Lcyc =
∑
i∈N

∑
x

∥∥∥vf(x, τ = i) + vb(x
i→(i+1), τ = (i+ 1))

∥∥∥
1

+
∥∥∥vb(x, τ = i) + vf(x

i→(i−1), τ = (i− 1))
∥∥∥
1
.

(17)

Temporal smoothness minimizes the summation of forward and backward
scene flow for each point in the volume:

Ltemp =
∑
i∈N

∑
x

∥vf(x, τ = i) + vb(x, τ = i)∥22 . (18)
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We use L1 regularization of the velocity field,

Lmin =
∑
i∈N

∑
x

∥v(x, τ = i)∥1 , (19)

to encourage minimal motion, i.e. a static reconstruction wherever feasible. The
final velocity regularization loss is

Lreg = λcycLcyc + λtempLtemp + λminLmin, (20)

with hyperparameters set to λcyc = 0.0001, λtemp = 0.001, λmin = 0.001.

Integrating RGB Cameras. Following Equation 5, the presented formulation can
be extended to integrate color cameras, too [2]. For instance, the StudyBook data
sequence from Attal et al. includes this extra information. As the color sensor
is offset slightly from the C-ToF sensor, the density σ is subtly supervised by
small-baseline multi-view constraints under the assumption that σ can be shared
between the infrared ToF and color channels. Adding a moving color camera can
overcome phase wrapping and lead to denoised and superresolved density fields—
this is notable in the significantly higher quality of density reconstruction in the
StudyBook sequence (supplemental video). We label the color reconstruction loss
LRGB and its equivalent reprojection loss Li→j

RGB.
In the presence of RGB signal stage 1 of the optimization penalizes

L = λϕLϕ + λRGBLRGB, (21)

where Lϕ is a loss from Equation 14. For stage 2, we penalize

L =
∑
i,j

λϕLi→j
ϕ + λuLu + λRGBLRGB +

∑
i,k

λRGBLi→k
RGB, (22)

where i and k are integer timesteps such that |i− k| = 1 and j is a fractional
timestep, such that |i − j| < 1. The hyperparameters are set to λϕ = 10.0,
λu = 0.01, λRGB = 1.0.
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